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Not all product variations listed on this page may be DLC quali�ed. Visit www.designlights.org/search to con�rm quali�cation.

>70 white cold rolled steel 50,000 > 0.9 damp location<0.2
92.8” (L)
2.7“ (W)
2.6” (D)

CRICRI FinishFinish MaterialMaterial L70 hoursL70 hours

0-10V

DimmingDimming Ambient
Temp (F)
Ambient
Temp (F) Power FactorPower Factor UL listingUL listingTHDTHD DimensionsDimensions

speci�cations

LensLens

other

6 years 6 pc

WarrantyWarranty Case QTYCase QTY

polycarbonate

Easy installation surface mounting or chain 
mounting for di�erent applications.

6 year warranty 

0-10V Dimmable

Easy installation surface mounting or chain 
mounting for di�erent applications.

6 year warranty 

0-10V Dimmable

FeaturesFeatures

select your accessories*

GI-ACC-WR               

Part NumberPart Number

GI-ACC-2OCC              

GI-ACC-SMP2              

GI-ACC-VTLV-8EB    

optional*

1.

2.

3.

4.

E�cacyE�cacy

163 LM / W

TM

VoltageVoltage ConsumptionConsumption Lumen
Output
Lumen
Output

Part NumberPart Number Color TempColor Temp

68 W / 
58 W /
44 W /

8,800 LM
6,800 LM

GI-8SLF-CCT150-PSUL5 120 - 277 V
10,100 LM

3500K 4000K 5000K

selectable

steel mounting 
wire rope             

occupancy sensor 
twist on              

steel mounting plate          

emergency battery 
back up (8W)               

1.)

2.)

3.)

3.)


